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Firmware 17.52 Release Notes  (Canvas and CPU300) 
 
Horner Automation has released a new Firmware revision for the CPU300 and the following Canvas products:  
Canvas 4, Canvas 5, Canvas 7, Canvas 7D, and Canvas 10D. 
 
This is available for download from the firmware section at the following websites: 
 
North American Website https://hornerautomation.com/controller-firmware  
European Website   http://www.hornerautomation.eu 
 
 

Latest System File Revisions for Products:  
Firmware 17.52 
FPGA 0.2 
Operating System 4.19.49 
System Version 123 

 
 
A NOTE ABOUT FIRMWARE UPDATES: 
This firmware has been thoroughly tested, and every precaution has been taken to prevent the introduction of 
new issues that may be problematic in your application. It is always important for customers to perform their 
own internal system testing prior to deployment of the new firmware.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

https://hornerautomation.com/controller-firmware/
http://www.hornerautomation.eu/
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New Features Affected Controllers: CPU300 and all 
Canvas models unless otherwise stated 

1. 
Added Ethernet IP Scanner support 
Note: Requires Cscape 10.2 SP3 onwards 

 
 

Bug Fixes Affected Controllers: CPU300 and all 
Canvas models unless otherwise stated 

# Main Subject Description 

1. CPU300 Keypad 
Enhancement 

Enhanced the CPU300 keypad by adding digit-by-digit spin control adjustment for IP 
address, gateway, netmask, and DNS settings, improving keypad usability and reducing 
repetitive key presses. 

2. 
Variable With 
Large Array 
Lengths 

Resolved a system exception issue that occurred when downloading programs 
containing variables with large array lengths in an Enhanced IEC program. 

3. 

Graphics Objects 
Linked To 
Modbus TCP 
Server Data 

Resolved issue for CPU300, wherein graphic data linked to Modbus TCP Server data 
sources (external registers) was not updating and always displayed zero. 

4. 
Historic Trend 
Data Logging In 
USB Drive 

Resolved issue wherein Data Trend objects with Historic Support enabled, failed to log 
data to a USB drive unless a microSD card was inserted. 

5. 
Screen Jump 
Trigged Via 
Ladder Logic 

Resolved issue wherein momentary button bits intermittently remained high during 
screen navigation, causing unreliable screen switching and requiring multiple button 
presses when screen jump was triggered via ladder logic. 

6. Timer Data 
Keypad Issues 

Resolved Timer Data keypad editing issues by enabling proper navigation, correcting 
display spacing, and ensuring consistent behavior across all timer formats. 

Note: Requires Cscape 10.2 SP3 onwards 

7. 
Colors or Image 
Updates on 
WebMI 2.0 

Resolved intermittent update issues in WebMI 2.0 where objects using Animation 
Properties and Image Properties did not reliably refresh colors or images when data 
values are changed from Cscape. 

Note: Requires Cscape 10.2 SP3 onwards 

8. WebMI 2.0 
Loading Time 

Improved WebMI 2.0 application loading performance to reduce excessive startup 
time for large applications with multiple pages. 

9. OCS I/O Outputs 
Not Updating 

Resolved issue in the Enhanced IEC OCSIO applications wherein digital output 
remained ON and failed to turn OFF reliably unless another output was activated. 

10. 
Recipe Object 
Touch Response 
Improvement 

Improved Recipe object responsiveness and added long-press support for recipe lists 
and current Recipe UP/DOWN buttons, enabling faster and more efficient recipe 
navigation 
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Bug Fixes Affected Controllers: CPU300 and all 
Canvas models unless otherwise stated 

11. 

All CPU Series 
Rack I/Os 
Scanned 
Synchronously 

All rack I/Os for CPU series (CPU300, CPU250/CPU200) are scanned synchronously 
within single scan cycle. 

Note: Requires Cscape 10.2 SP3 onwards 
 
 

Known Issues 

# Subject Description 

1. WebMI Plus – Switch/Button 
Delayed Responsiveness 

If the switch is turned to ON, it does not instantly turn on the WebMI. 
Instead, it first turns on the device and then turns on the WebMI.  

2. WebMI Plus – Mobile 
Devices 

Multiple XY Graph / Trend objects when configured in single screen do not 
work on mobile devices. 

3. Video Object Video object does not work for certain video Codecs like H264 – MPEG – 4 
AVC (part10) (avc1). 

4. WI-FI In Client Mode 
The device requires a power cycle for WI-FI to work when the user 
downloads the WI-FI client program after downloading the access mode 
program. 

5. Historical Data on Webpage Historical data of trends object is not supported on web pages. 

6. PGM Load 
If a user creates a .PGM file using Firmware 17.20 and then loads in an 
older / earlier firmware (earlier than Firmware 17.20), then device is 
displaying a keypad pop-up instead of failure message. 

7. Legend For Entering 
Username and Password 

When entering an alphanumeric username and password on the device, 
the legend is not displayed on Canvas 4  and Canvas 5 models. 

8. 
LAN1 Scan List Data 
Overlapping with LAN2 Scan 
List in Modbus Protocol 

When all scan lists are triggered simultaneously through logic in Modbus, 
the LAN1 scan list data beyond index 256 overlaps with the first entry of 
the LAN2 scan list. 

Canvas 10D Only 

9. Splash Screen Canvas 10D does not display the splash screen for a second time during 
boot-up, as does all other Canvas products. 

 

Technical Support 

 North America:   
Tel: (317) 916-4274 
Fax: (317) 639-4279 
Website: https://hornerautomation.com  
Email: APGUSATechSupport@heapg.com 

Europe:  
Tel: (+353)-21-4321-266 
Fax: (+353)-21-4321826 
Website: http://www.hornerautomation.eu 
Email: technical.support@horner-apg.com 

https://hornerautomation.com/
mailto:APGUSATechSupport@heapg.com
http://www.hornerautomation.eu/
mailto:technical.support@horner-apg.com

