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Firmware 16.30 M7 (Micro / CPU OCS Series) Release Notes 
 
Horner Automation has released a new Firmware revision for the M7 (Micro OCS Series) products (X4, X7 and 
X10) and CPU Series products (CPU200/250)  
 
This is available for download from the firmware section at the following websites: 
 
North American Website https://hornerautomation.com/controller-firmware  
European Website   http://www.hornerautomation.eu 
 
NOTE: This Firmware release requires bootloader to be installed and is not optional.    
 

Latest System File Revisions for the Micro and CPU OCS Series 
Firmware 16.30 

BIOS X4 – 0.34, X7 – 0.14, X10 – 0.08, CPU200/250 
– 0.04 

CPLD 
X4/X7/X10 – 1.2 
SOM CPLD (CPU200 / CPU250) – 22 
Carrier CPLD (CPU200 / CPU250) – 6 

 
A NOTE ABOUT FIRMWARE UPDATES: 
This firmware has been thoroughly tested, and every precaution has been taken to prevent the introduction of 
new issues that may be problematic in your application. It is always important for customers to perform their 
own internal system testing prior to deployment of the new firmware.  
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New Features Affected Controllers:  
All M7 controllers 

1. Added OCS360 support to Micro OCS series (X4/X7/X10/CPU200/CPU250) 
Note: Requires Cscape 10.2 SP3 onwards 

 

Bug Fixes Affected Controllers:  
All M7 controllers unless specified 

# Main Subject Description 

1. 
Autotune For a 
Non-Zero Minimum 
Slew Time 

Resolved: Autotune would not function if a non-zero value was set for Minimum 
Slew Time. 

2. 
Intermittent OCS 
I/O Communication 
Loss 

Resolved: CPU250 would intermittently lose communication with connected OCS-I/O 
modules (for certain module combination order). 

3. 
HardFault Error 
When Email Trigger 
Bit Is Set 

Resolved: Device displayed a hardfault error after extended runtime with the email 
trigger bit set high. 

 

Known Issues Affected Controllers:   
All M7 controllers 

# Subject Description Workaround 

1. Backup Register The Backup register feature takes a long time (about 
500ms), impacting the scan rate in Run mode. N/a 

2.  
Triggering More Than 
150 Alarms at a Time 
– Webmi 2.0 

When more than 150 alarms are triggered 
simultaneously, the alarms are not displayed on the 
WebMI 2.0 web page. 

Requires page refresh 

Known Issues Applicable to X10 only 

3.  System Menu Pop-Up 
Delay 

There is a delay of about 1.5-1.8 seconds for the system 
menu screen to pop-up after pressing the system key 
on an X10. 

The graphics time slice is 
to be increased from 10 
mSec to 20 mSec. 

 

Technical Support 

 North America:   
Tel: (317) 916-4274 
Fax: (317) 639-4279 
Website: https://hornerautomation.com  
Email: APGUSATechSupport@heapg.com 

Europe:  
Tel: (+353)-21-4321-266 
Fax: (+353)-21-4321826 
Website: http://www.hornerautomation.eu 
Email: technical.support@horner-apg.com 
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